
2009 Daily Values

MERAMEC RIVER NEAR STEELVILLE, MO (MEST/MR ST)

Location: LAT. 37-59-54, LONG. 91-21-40, IN NE 1/4 SEC. 21, T. 38 N., R. 4 W., CRAWFORD COUNTY, HYDROLOGIC UNITY 07140102, ON LEFT BANK
20 FT DOWNSTREAM FROM RAILROAD BRIDGE, 400 FT UPSTREAM FROM HIGHWAY BRIDGE, 0.8 MI UPSTREAM FROM
WHITTENBURG CREEK, 1.5 MI NORTH OF STEELVILLE AND AT MILE 146.4.

Gage: G.O.E.S. TELEMETERED DATA COLLECTION PLATFORM WITH PRESSURE TRANSDUCER. OWNED AND OPERATED BY ST. LOUIS
DISTRICT, CORPS OF ENGINEERS. MAINTAINED IN COOPERATION WITH THE U.S. GEOLOGICAL SURVEY.

General Information: FLOOD STAGE, 12 FEET. DRAINAGE AREA, 781 SQUARE MILES.

Records Available: STAGE, 1970 TO DATE, PARTIAL RECORDS FOR 1972, IN FILES OF THE CORPS OF ENGINEERS.

Mean Stage: PERIOD OF RECORD,  2.73 FT . 

Extreme Stage: PERIOD OF RECORD, DAILY HIGH OF  26.90 FT  ON  27 JUL 1998 &  PERIOD OF RECORD, DAILY LOW OF  0.49 FT  ON  21 FEB 2001 .   

Zero Gage Datum: 681.68 ft NGVD. NOTE: ADD DATUM TO STAGE TO OBTAIN ELEVATION. 

 ALL VALUES RECORDED AT 8AM. STAGE IN FT:
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! No Data Exists for this Year !


